Технические характеристики двигателя YUCHAI  YC6M
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● Applying the computer software for performance analog calculation & combustion analysis so as to improve combustion conditions and make performance reach designed requirements completely.Технические характеристики  двигателейMain Technical Parameters of YC6A Series Engines up to Euro-3ехнические характеристики YC6M
	
	YC6M280 YC6M280
	YC6M290 YC6M290
	YC6M300 YC6M300
	YC6M320 YC6M320
	YC6M340 YC6M340
	YC6M360 YC6M360
	YC6M375 YC6M375
	YC6M390 YC6M390

	
	Vertical, in-line, 6 cylinder, water-cooled, 4-stroke Вертикальные, в линию, 6 цилиндров, с водяным охлаждением, 4-тактный

	Displacement（L） Объем двигателя (л)
	10 10

	Rated power/speed（kW/ r/min） Номинальная мощность / скорость (кВт / об / мин)
	206/2100 206/2100
	215/2100 215/2100
	221/2100 221/2100
	236/2100 236/2100
	250/2100 250/2100
	266/2100 266/2100
	276/2100 276/2100
	288/2100 288/2100

	Max. Макс. Toque/speed（N ∙ m/ r/min） Макака / скорость (Н ∙ м / об / мин)
	1180/≤1600 1180 / ≤ 1600
	1200/≤1600 1200 / ≤ 1600
	1260/≤1600 1260 / ≤ 1600
	1380/≤1500 1380 / ≤ 1500
	1460/≤1500 1460 / ≤ 1500
	1550/≤1500 1550 / ≤ 1500
	1550/≤1600 1550 / ≤ 1600
	1680/≤1600 1680 / ≤ 1600

	Min.fuel consumption at full load（g/kW∙h） Min.fuel потребления при полной нагрузке (г / кВт ∙ ч)
	≤193 ≤ 193

	Fuel Injection System Система впрыска топлива
	BOSCH high pressure common rail or EUP BOSCH высокого давления, Common Rail или EUP

	Noise ISO3744）dB(A) Шум ISO3744) дБ (A)
	≤96 ≤ 96

	Emission Выбросы
	Euro-III/Euro-II Euro-III/Euro-II

	Net Mass（kg） Масса нетто (кг)
	880 880

	Application Приложение
	Heavy-duty truck with a loadage of more than 15T Тяжелые грузовики с загрузкой более 15 тонн


